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In the claims: 

1. (Currently amended) A grinding plate for an electric hand 
grinder, comprising a plate member having an upper plate surface with an 
upper plate edge, a lower plate surface with a lower plate edge for placement 
of a grinding means and extending at least partially beyond said upper plate 
edge, and a side surface extending from said upper plate edge to said lower 
plate edge» said side surface in a projecting region of said tower plate edge 
having a paffoda-shaped concave contou rfrom said upper plate edge to said 
lower Plate edoe to form a grinding edge lip with a great yielding ability . 

2. (Original) A grinding plate as defined in claim 1, wherein 
said upper and lowsr plate suri'aces have a rectangular shape, said lower 
plate surface exten:Ilng beyond said upper plate surface at sides selected 
from the group cons;rsting of both long sides, both short sides, and both long 
sides and both shoit sides of a rectangle. 

3. (Original) A grinding plate as defined in claim 1, wherein 
said upper and lowor plate sur^ces have a circular shape, said lower plate 
surface extending circumferentially beyond said upper plate surface. 

4. (Original) A grinding plate as defined In claim 1 , wherein 
said plate edges of said upper and lower plate suri'aces are joined to a tip 
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located on a central axis of said plate surface, and the lower plate surface 
extending all around beyond said upper plate surface. 

5. (Withdrawn) A method of producing a grinding plate which 
has a plate member having an upper plate surface with an upper plate edge, 
a lower plate surfa::e with a lower plate edge for placement of a grinding 
means and extending at least partially beyond said upper plate edge, and a 
side surface extent ing from said upper plate edge to said lower plate edge 
and having In a projecting region of said lower plate edge a pagoda-shaped 
contour, the method comprising the steps of punching out the plate body with 
the upper surface, the lower surface and the side surface from an elastic 
material in a desired shape; placing a round bar on the upper plate surface 
along the upper plate edge of the plate body with a parallel distance from it; 
pressing the round bar into the plate body so that an elastic material of the 
plate body is sque^ezed outwardly under the round bar; separating the 
squeezed out malarial along an outer edge of the round bar with a 
separating cut extending perpendicular to the plate surfaces; and removing 
the round bar from the upper plate surface. 

6. (V^nthdrawn) A method as defined in claim 5; and further 
comprising carrying out the separating cut in a predetermined distance from 
an outer edge of ths round bar. 
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7. (V/ithdrawn) A method as defined in claim 5; and further 
comprising selecting a material of a grinding plate, a material thickness, a 
plate thickness of trie plate body, a round bar diameter, a penetration depth 
of the round bar Into the plate body and/or a distance of the separating cut 
from the outer edcie of the round bar in correspondence with a desired 
course of the pagoda-shaped contour. 

8. (V^^ithdrawn) A method as defined in claim 7; and further 
comprising with a cellular rubber as a material of the grinding plate, and a 
plate thickness of upproximately 8mm, selecting a round bar diameter of 
approximately 10 mm, a penetration depth of the round bar into the plate 
body of approximately 5mm, and a distance of a separating line from the 
outer edge of the rciund bar of approximately 2 mm. 

9. (V\fithdrawn) A method as defined in claim 5; and further 
comprising carrying out the separating cut by a punching cutter. 

10. (Withdrawn) A method as defined in claim 1 ; and further 
comprising, for producing a circular ring-shaped grinding plate with 
circumferential plato edges, using a circular ring-shaped round bar which is 
placed at a radial distance relative to the upper plate edge on the upper plate 
surface of the grinding body. 
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1 1 . (Currently amended) A grinding plate for an electric hand 
grinder, comprising a plate member having an upper plate surface with an 
upper plate edge, a lower plate surface with a lower plate edge for placement 
of a grinding means, and extending at least partially beyond said upper plate 
edge, and a side surface extending from said upper plate edge to said lower 
plate edge, said side surface In a projecting region of said lower plate edge 
having a pagoda-shaped concave c ontou rfrom said upper plate edge to said 
lower plate edge to form a grinding edae Wo with a great yielding ability , said 
plate member being composed of an elastic material and fomied as a 
punched out plate member with an elastic material squeezed outwardly for 
forming a portion ()f said plate member in which said lower plate edge 
extends at least paitially beyond said upper plate edge. 
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